
Air Krete Start—Up Package 
Trailer outside= 
 Airkrete logo’s  
 (2) Back steps 
 (1) Passenger side step 
Trailer inside= 
 (1) Generator 
      (1) Air Compressor with 7.5 HP, 1725 RPM,  
  & Air Tank 
 (1) 230 Volt, 3 Phase Motor,  
 (1) Adjustable Frequency Drive    
 (1) Electric Box 
  Outlets   
 (1) Relay Box 
 (1) Air Shut Off 
 (1) Work bench w/tool storage (installed) 
      (1) Utility air hose (installed) 
      (5) Hose hangers (installed) 
      (1) Battery (installed) 
      (1) Gas tank (installed) 
      (1) Heater (installed) 
      (2) Application guns (#’s______________) 
      (2) 8” Springs (installed on application hoses) 
      (4) 12’ Application hoses 
      (2) 16’ Application hoses 
Empty Drums for Mixing =  
 (2) Drums for Cement (calibrated) 
 (4) Drums for Expanding Agent (calibrated) 
 (2) Measuring Sticks - PVC Pipe one for  
       cement one for Expanding Agent (calibrated) 
Mixing Assembly =   
 (1) Mixing Band 
            (2) Mixing Blades 
 (1) Stainless Steel Shaft with Mixing Collar 
            (1) Stainless Steel 3/4" x 6" pipe 
 (1) U-Bolt   
            (1) Chain for mixing band 
 (1) Load Binder 
 (1) Scale 
 (1) Hole Hawg 
Pump Set =   
 (2) Pumps  
 (2) Tranquilizers  
 (1) Frame for holding pumps 
 (1) Filter Assembly 
 (2) 150’ Delivery hose 
 (2) Suction Lines 
 (2) Extra Fittings (taped to frame of pumps) 

 Filter Assembly = 
 (1) High Pressure Gage  
 (1) Air Regulator  
 (1) Air Filter 
 (1) Coalescent Filter 
 (1) Branch T 
 (1) ½” Ball Valve 
 (1) 2 ½” MP x 3/8 SAE 
 (1) ½” by 6’ Hydraulic Hose 
 (1) 3/8” by 20’ Nylabraid Hose 
Spare Parts Kit = 
 (1) Bag miscellaneous “o” rings 
 (1) Greenlee 1 1/8" 
 (2) Vinyl Tool Remover 
 (1) Scrub Brush 
 (1) Wood Plug 
 (6) Thimble Vents 
      (1) 1/2" x 520 White Sealant Tape 
 (2) Pair of Latex Gloves 
 (2) Hand Clamps 
 (2) Strainers  
 (1) Steel Wool 
 (2) Dust Masks 
 (2) Tyvek jumpsuit 
 (4) Buckets 
 (1) O ring for wye strainer 
      (1) Hose supporter 
 (2) Tongue Depressors 
 (1) 1/4" Mini Regulator 
 (1) 1.5" Dial Pressure Gage 
 (1) 1/4" Brass Mini Ball Valve, Female x Male 
 (1) 1/4" Female Quick Disconnect w/pipe plug 
 (1) Machete 
 (1) 2-9/16” Selfeed Drillbit 
 (1) Coalescent element 
 (10) Pounds of Glass Beads 
Product = 
 (10) Pounds of Citric Acid  
 (7)  Cantal Talc bag 
 (14) Calcium Chloride Dow Flake 50lb bag 
 (7) MGO 55.1 lb bag 
 121.8lbs B-2 
 8 units of Airkrete = 1 Drum Expanding Agent 
           and 20 boxes of cement  
           additive 
SERVICES Technical Support 
Up to five (5) days of intensive training for certifica-
tion of up to five (5) trainees at Weedsport, NY. 
Ongoing technical advice and assistance 
Sales leads as available from the Air Krete web-site  
Contact Keene at 315-834-6609  
Web-site - http://www.airkrete.com  
E-mail – info@airkrete.com  
 


